
ARTISAN-AESTHETIC

LED LAMP

 A19, B11, ST19, G25

Product Specification 
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Ordering Information Example: AR-A19/S/4.5W/20/D/A

LED CLASS LAMP TYPE LED Chip Shape WATTAGE CCT(K) BASE DIMMABLE Glass Color

AR (Artisan) A19 S (Spiral) 4.5W 20 (2000K) E12(E12) D (dimmable) A (Amber)

B11 S (Spiral) 4.5W Blank (E26)

ST19 M (M Shape) 6.5W

G25 DS (Double Spiral) 6.5W

Features & Benefits

Dimensional drawingWarranty & Cautions

Each filament design expresses a unique decor experience

Enhance aesthetics with bulb only

125lm/ 250lm replaces 13W/25W traditional filament bulb

Warm and vintage color temperature (2000K)

UL/cUL listed, FCC compliant, RoHS compliant

Dimmable, High CRI (80+)

15,000 hour average life span

Reduces energy consumption up to 70%

Rated for damp locations and semi-enclosed fixtures

2-year limited warranty in commercial use from the date of purchase
Operating temperature range between -20˚C and +40˚C

M.O.L.

Applications
Perfect for decorative installations. Hospitality, Restaurants, Residential, Retail etc.
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Ordering 
Code Model Number Product Description Watts

(W)
Replacement

Filament Base Voltage
(V)

Hour
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Beam
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Initial 
Lumens
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CCT(K) CRI EFA* Damp

LOC.
M.O.L. 
(inch)

Case   
QTY.

1771923 AR-A19/S/4.5W/20/D/A A19 Spiral 4.5W 20K Dimmable Amber 4.5 13W E26 120 15,000 360 125 2000 80 semi-enclosed Y 4.17 10/100

1771924 AR-B11/S/4.5W/20/E12/D/A B11 Spiral 4.5W 20K E12 Dimmable Amber 4.5 13W E12 120 15,000 360 125 2000 80 semi-enclosed Y 3.82 10/100

1772905 AR-ST19/M/6.5W/20/D/A ST19 M- Shape 6.5W Dimmable Amber 6.5 25W E26 120 15,000 360 250 2000 80 semi-enclosed Y 5.39 10/80

1772906 AR-G25/DS/6.5W/20/D/A G25 Double Spiral 6.5W Dimmable Amber 6.5 25W E26 120 15,000 360 250 2000 80 semi-enclosed Y 4.69 10/80

* Enclosed Fixture Application


