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NOTICE
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class B digital device, pu-
rsuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection aga-
inst harmful interference in a residential installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio or television reception, which can be determined by turning the equipment 
the equipment off and on. The user is encouraged to try to correct the interference by one or more of
the following measures:

- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and the receiver.
- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
- Consult the dealer or an experienced radio/TV technician for help.

Please read and understand this entire manual before attempting to assemble, operate or install the 
product. Failure to do so could lead to electric shock, fire or other injuries that could be hazardous or 
even fatal.

Be sure the electricity to the wires you are working on is shut off. Either remove the fuse or turn off 
the circuit breaker.
Changes or modifications not expressly approved by the party responsible for compliance could void
the user’s authority to operate the equipment.

• This product must be installed in accordance with local, state and national electrical codes.
• Installation work shall be completed by a licensed installer that is familiar with the construction and 
  operations of the product.

•

•

CAUTION:

SAFETY INFORMATION

SAFETY INFORMATION

INSTALLATION INSTRUCTIONS

• This product contains 1-10v low-voltage DC dimming lines, connect the purple and pink wires only 
to a suitable low voltage dimming system.  Connecting these dimming leads to AC line voltage will 
damage the driver and cause the unit to fail.
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1. Squeez at the end of the housing, and unhook 
    the LED tray, then take out LED tray out off 
    housing together with LED cover. 

 

2. Configure the fixture power (light output) and 
    color temperature settings, by using the slide 
    switches on the Driver. (please note that there
    are two drives in housing, make sure both 
    drive’s setting is completely same.)

CCT Switch
Wattage Switch

3500K-4000K-5000K L - M - H

Installation Instruction
 

LED Premium Commercial Strip

Applicable models: 

 

SEL-PS

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

Page  1 of 4
07/25/23

Installation Instruction
 

LED Premium Commercial Strip

Applicable models: 

 

SEL-PS

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

Page  2 of 4
07/25/23

Fig 2.

NOTICE
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class B digital device, pu-
rsuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection aga-
inst harmful interference in a residential installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio or television reception, which can be determined by turning the equipment 
the equipment off and on. The user is encouraged to try to correct the interference by one or more of
the following measures:

- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and the receiver.
- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
- Consult the dealer or an experienced radio/TV technician for help.

Please read and understand this entire manual before attempting to assemble, operate or install the 
product. Failure to do so could lead to electric shock, fire or other injuries that could be hazardous or 
even fatal.

Be sure the electricity to the wires you are working on is shut off. Either remove the fuse or turn off 
the circuit breaker.
Changes or modifications not expressly approved by the party responsible for compliance could void
the user’s authority to operate the equipment.

• This product must be installed in accordance with local, state and national electrical codes.
• Installation work shall be completed by a licensed installer that is familiar with the construction and 
  operations of the product.

•

•

CAUTION:

SAFETY INFORMATION

SAFETY INFORMATION

INSTALLATION INSTRUCTIONS

• This product contains 1-10v low-voltage DC dimming lines, connect the purple and pink wires only 
to a suitable low voltage dimming system.  Connecting these dimming leads to AC line voltage will 
damage the driver and cause the unit to fail.

CCT & Wattage Selectable

Fig 1.

Housing

Knockout

J-Box Adapter
(Accessory)

LED Tray

1. Squeez at the end of the housing, and unhook 
    the LED tray, then take out LED tray out off 
    housing together with LED cover. 

 

2. Configure the fixture power (light output) and 
    color temperature settings, by using the slide 
    switches on the Driver. (please note that there
    are two drives in housing, make sure both 
    drive’s setting is completely same.)

CCT Switch
Wattage Switch

3500K-4000K-5000K L - M - H

Installation Instruction
 

LED Premium Commercial Strip

Applicable models: 

 

SEL-PS

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

Page  1 of 4
07/25/23

Installation Instruction
 

LED Premium Commercial Strip

Applicable models: 

 

SEL-PS

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

Page  2 of 4
07/25/23

Fig 2.

NOTICE
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.
This equipment has been tested and found to comply with the limits for a Class B digital device, pu-
rsuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection aga-
inst harmful interference in a residential installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio or television reception, which can be determined by turning the equipment 
the equipment off and on. The user is encouraged to try to correct the interference by one or more of
the following measures:

- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and the receiver.
- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
- Consult the dealer or an experienced radio/TV technician for help.

Please read and understand this entire manual before attempting to assemble, operate or install the 
product. Failure to do so could lead to electric shock, fire or other injuries that could be hazardous or 
even fatal.

Be sure the electricity to the wires you are working on is shut off. Either remove the fuse or turn off 
the circuit breaker.
Changes or modifications not expressly approved by the party responsible for compliance could void
the user’s authority to operate the equipment.

• This product must be installed in accordance with local, state and national electrical codes.
• Installation work shall be completed by a licensed installer that is familiar with the construction and 
  operations of the product.

•

•

CAUTION:

SAFETY INFORMATION

SAFETY INFORMATION

INSTALLATION INSTRUCTIONS

• This product contains 1-10v low-voltage DC dimming lines, connect the purple and pink wires only 
to a suitable low voltage dimming system.  Connecting these dimming leads to AC line voltage will 
damage the driver and cause the unit to fail.

CCT & Wattage Selectable

Fig 1.

Housing

Knockout

J-Box Adapter
(Accessory)

LED Tray

1. Squeez at the end of the housing, and unhook 
    the LED tray, then take out LED tray out off 
    housing together with LED cover. 

 

2. Configure the fixture power (light output) and 
    color temperature settings, by using the slide 
    switches on the Driver. (please note that there
    are two drives in housing, make sure both 
    drive’s setting is completely same.)

CCT Switch
Wattage Switch

3500K-4000K-5000K L - M - H

Installation Instruction
 

LED Premium Commercial Strip

Applicable models: 

 

SEL-PS

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

Page  1 of 4
07/25/23

Installation Instruction
 

LED Premium Commercial Strip

Applicable models: 

 

SEL-PS

Tel: 905-479-7093
Toll Free: 1-888-425-7093

Email: sales@turolight.com
Website: www.turolight.com

Page  2 of 4
07/25/23

Boîtier

Interrupteur 
de TCP
Interrupteur 
de puissance (W)

Adaptateur de 
boîte de jonction 
(accessoire)

Entrée 
défonçable

Plateau DEL

10/04/23 10/04/23

Tél. : 905 479-7093
Sans frais : 1-888-425-7093

Courriel : sales@turolight.com
Site Web : www.turolight.com

Tél. : 905 479-7093
Sans frais : 1-888-425-7093

Courriel : sales@turolight.com
Site Web : www.turolight.com

Directives d’installation
Réglette commercial DEL que première qualité

Directives d’installation
Réglette commercial DEL que première qualité

Modèle applicable :
SEL-PS

Modèle applicable :
SEL-PS
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INFORMATION SUR LA SÉCURITÉ

INFORMATION SUR LA SÉCURITÉ

DIRECTIVES D’INSTALLATION

Veuillez lire et comprendre le manuel en entier avant de tenter d’assembler, d’exploiter ou
d’installer le produit. Ne pas s’y conformer pourrait entraîner un choc électrique, un incendie
ou d’autres blessures encore plus dangereuses même fatales.
• S’assurer que l’alimentation vers les fils avec lesquels vous travaillez est coupée. Retirer le fusible  

ou déclencher le disjoncteur
• Les changements ou modifications non approuvés par le tiers responsable de la conformité pourrait 

retirer le droit de l’utilisateur d’exploiter l’appareil
• Ce produit doit être installé en respectant les exigences des codes électriques locaux, provinciaux  

et nationaux
• L’installation doit être effectuée par un installateur qualifié familier avec la construction et l’exploitation 

du produit

ATTENTION
• Ce produit ne s’utilise qu’avec des systèmes de gradation basse tension standard 0-10V c.c. 

Connecter les fils violet et rose uniquement à un système de gradation à basse tension approprié.  
La connexion de ces fils de gradation à la tension de ligne c.a. endommagera le pilote et entraînera  
la défaillance du luminaire.

AVIS
Cet appareil est conforme aux dispositions de la partie 15 du règlement de la FCC. Son utilisation est 
assujettie aux deux conditions suivantes : (1) ce dispositif ne doit pas causer d’interférence nuisible ; 
et 2) ce dispositif doit accepter toute interférence reçue, y compris celle qui pourrait causer un 
fonctionnement non désiré.
Cet appareil a été testé et est conforme aux dispositions d’un appareil numérique de classe B selon la 
partie 15 du règlement de la FCC. Ces limites ont été conçues pour fournir une protection raisonnable 
contre les interférences nuisibles lorsque l’appareil est utilisé dans un environnement résidentiel. Cet 
équipement génère, utilise et peut émettre de l’énergie radioélectrique et, s’il n’est pas installé et utilisé 
conformément aux instructions, peut causer des interférences nuisibles aux communications radio. Si 
cet équipement cause des interférences nuisibles à la réception de signaux de radio ou de télévision, 
ce qui peut être déterminé en l’éteignant et en l’allumant, l’utilisateur peut essayer de corriger ces 
interférences par les mesures suivantes :

- Réorienter ou déplacer l’antenne réceptrice ; 
- Augmenter la distance entre l’équipement et le récepteur ; 
-  Brancher l’équipement sur un circuit différent de celui sur lequel le récepteur est branché ;
- Consulter le détaillant ou un technicien expérimenté en radio/télévision.
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1. Appuyer sur l’extrémité du boîtier et décrocher 
le plateau DEL, puis retirer le plateau DEL du 
boîtier ainsi que le couvercle DEL.

2. Configurer la puissance du luminaire (flux 
lumineux) et la température de couleur, en 
utilisant les interrupteurs sur le pilote (veuillez 
noter qu’il y a deux pilotes dans le boîtier, 
s’assurer que les réglages des deux pilotes  
sont identiques).



Clean with a mild, non-abrasive glass cleaner and soft cloth. Do NOT use solvents or cleaners con-
taining abrasive agents. When cleaning the fixture, make sure the power is turned off, and any liquid 
spray should be applied to the cleaning cloth and not sprayed directly onto the fixture itself.

This fixture is warranted to perform free from defects for five (5) years. If it fails to do so, you may 
return it with proof of purchase to the vendor for replacement.

Fixture does not light.

Circuit breaker trips
when light is turned on.

1. Power is off.
2. Incorrect wire connection.
3. Defective wall switch.

Crossed wires or power 
wire is grounded out.

Verify wires are correctly 
connected.

1. Check circuit breaker 
    or wall switch.
2.  Check wire splices.
3.  Replace switch.

INSTALLATION INSTRUCTIONS

MAINTENANCE AND CARE

TROUBLESHOOTING

WARRANTY

INSTALLATION INSTRUCTIONS

Fig 3.

STR4-A

42’’ 86.9’’

STR8-A

L

41.6’’

6. Securely mount the Housing directly to a sturdy
    surface using the correct mounting hardware
    through the Drill Locations, (2places minimum).
    The J-Box Adapter is used to cover the Junction
    Box (by others).

Fig 5.

B

0-10v Dimming Wires:
Purple and Gray

CC

Fig 3.

AA
Ceiling Stud

Pilot hole

Drywall Mounting
Ceiling
Stud Mounting

Drywall

3. DRYWALL MOUNTING: If the mounting holes go 
    through drywall without a stud, drill two small pilot 
    holes using a 3/16-in. drill bit (not included), and 
    install drywall anchors (AA) into the holes with a 
    hammer (not included).    

CEILING STUD MOUNTING: If the mounting holes 
go through ceiling studs, drill four small pilot holes 
using a 5/32-in. drill bit (not included) for the wood 
screws (BB).     
NOTE: Install Wood screws (BB) but leave about 
1/2-in. of space between the screw head and 
mounting surface.  

Fig 4.

BB

DD DD

4. Feed the supply wires from the mounting surface 
    through the knockout hole on the housing base (B). 
    Guide the heads of the two wood screws into the
    keyhole slots and slide the housing base (B) in the 
    direction such that the wood screw heads rest over 
    the narrow part of the keyhole slot.  Ensure that the 
    fixture is supported and tighten the two wood 
    screws (DD) until the fixture is secured to the 
    mounting surface.        

5. Connect the fixture wires to the supply wires --
    black to black, white to white, and green to 
    copper/bare.
    WARNING:  If there is no ground supply 
    wire, stop installation and consult a qualified 
    electrician. 
    NOTE: If 0-10v dimming system is available, 
    connect the purple and gray wires to the 
    corresponding purple and gray wires in the 
    building dimming system.
    Once wire connections are made, secure 
    each with a wire nut (CC). 
    To adjust the light, you need to cut the terminal 
    and connect it after stripping the cable.      

Cut off and 
stripping
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Cloison
sèche

Trou pilote

Montage au  
plafond sur solive

Montage sur  
cloison sèche
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42 po

41,6 po

86,9 po

Fils croisés ou fil d'alimentation 
non mis à la terre.

Le luminaire ne 
s’allume pas.

Le disjoncteur de circuit
se déclenche lorsque
le luminaire est allumé.

S’assurer que les fils sont 
bien connectés.

Problème Cause possible Action corrective
1. L’alimentation est coupée.
2. Connexion avec câblage 

incorrect.
3. Interrupteur mural 

défectueux.

1. Vérifier le disjoncteur du 
circuit ou l’interrupteur mural.

2. Vérifier les épissures des fils.
3. Remplacer l’interrupteur.
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3. MONTAGE SUR CLOISON SÈCHE : si les trous  
de montage traversent une cloison sèche sans solive, 
percer deux petits trous pilotes dans la cloison sèche 
à l’aide d’une mèche de 3/16 po (non incluse) et 
insérer des ancrages pour cloisons sèches (AA)  
dans les trous à l’aide d’un marteau (non inclus). 

 MONTAGE SUR SOLIVE DE PLAFOND : Si les trous 
de fixation traversent des solives de plafond, percez 
quatre petits trous pilotes à l’aide d’une mèche de 
5/32 pouces (non incluse) pour les vis à bois (BB).

 REMARQUE : installer les vis à bois (BB) en laissant 
un espace d’environ 1/2 po d’espace entre la tête  
de la vis et la surface de montage.

5. Connecter les fils du luminaire aux fils d’alimentation 
-- noir à noir, blanc à blanc et vert à cuivre/nu.

 AVERTISSEMENT : s’il n’y a pas de fil de mise à la 
terre, arrêter l’installation et consulter un électricien 
qualifié.

 REMARQUE : si un système de gradation 0-10V est 
disponible, connecter les fils violet et gris aux fils 
violet et gris correspondants du système de gradation 
du bâtiment.

 Une fois les connexions effectuées, fixer chaque fil  
à l’aide d’un écrou (CC).

 Pour régler la lumière, vous devez couper la borne  
et la connecter après avoir dénudé le câble.
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Nettoyer avec un nettoyant doux, non abrasif et un linge doux. NE PAS utiliser de solvants  ou 
nettoyants à base d’abrasif. Lors du nettoyage du luminaire, s’assurer de couper le courant. Tout 
vaporisateur liquide doit être appliqué sur le linge et non vaporisé directement sur le luminaire.

Ce luminaire est garanti contre les défauts de fabrication pendant cinq (5) ans. En cas de défaillance, 
vous pouvez le retourner, accompagné de la preuve d’achat, au vendeur afin qu’il soit remplacé.

6. Fixer solidement le boîtier directement sur une 
surface solide à l’aide du matériel de montage 
approprié à travers les emplacements de perçage 
(2 emplacements minimum). L’adaptateur de la boîte 
de jonction est utilisé pour couvrir la boîte de jonction 
(non incluse).

Solive plafond

Fils de gradation 0-10V : 
violet et gris

Couper et dénuder


